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Abstract: This project is the need for the predefined regions to be readily identifiable. A 

graphical password system with a supportive sound signature to increase the 

remembrance of the password is discussed. In proposed work a click-based graphical 

password scheme called Cued Click Points (CCP) is presented. The possibility selecting the 

password is very less. In this paper, we present an advanced CAPTCHA technique; our 

technique essentially relies on employing the human recognition ability, which is not 

available in automated bots or machines, through leveraging the handwriting 

characteristics in designing CAPTCHA. Moreover, the proposed CAPTCHA technique adopts 

handwritten characters of four different languages (English, Arabic, Spanish, and French) 

to generate handwritten multilingual CAPTCHA text using characters from the four 

adopted languages. Furthermore, the initial experiments’ results have shown a promising 

security level that the proposed CAPTCHA technique can provide. 

Keywords: Sound, Click point View Port, Image, Database, Register, Click Points, Password, 

Possibilities, Authentication. 

INTRODUCTION 
Users often create memorable passwords that are easy for attackers to guess, but strong system-

assigned passwords are difficult for users to remember. A password authentication system should 
encourage strong passwords while maintaining memo ability. 

We propose that authentication schemes allow user choice while influencing users toward stronger 
passwords. We applied this approach to create the first persuasive click-based graphical password 
system, Persuasive Cued Click-Points (PCC) and conducted user studies evaluating usability and security. 

SYSTEM DESCRIPTION 
Proposed System Description 

In the proposed work we have integrated sound signature to help in recalling the password. No 
system has been devolved so far which uses sound signature in graphical password authentication. Study 
says that sound signature or tone can be used to recall facts like images, text etc. 

In daily life we see various examples of recalling an object by the sound related to that object enters 
User ID and select one sound frequency which he want to be played at login time, a tolerance value is also 
selected with will decide that the user is legitimate or an imposter. 

To create detailed vector user has to select sequence of images and clicks on each image at click points 
of his choice. Profile vector is created. To create detailed vector user has to select sequence of images and 
clicks on each image at click points of his choice. 

Profile vector is created. Users preferred CCP to Pass Points, saying that selecting and remembering 
only one point per image was easier and sound signature helps considerably in recalling the click points. 
System showed very good Performance in terms of speed, accuracy, and ease of use. 
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System Architecture 

 
SYSTEM ANALYSIS 

Requirements and Specification: 

What Is SRS? 

Software Requirement Specification (SRS) is the starting point of the software developing activity. As 
system grows more complex it became evident that the goal of the entire system cannot be easily 
comprehended. Hence the needs for the requirement phase Specification. The software project is initiated 
by the client needs. The SRS is the means of translating the ideas of the minds of clients (the input) into a 
formal document (the output of the requirement phase.). The SRS phase consists of two basic activities: 

Problem/Requirement Analysis 

The process is order and more nebulous of the two, deals with understand the problem, the goal and 
constraints. 

Requirement Specification 
Here, the focus is on specifying what has been found giving analysis such as representation, 

specification languages and tools, and checking the specifications are addressed during this activity. The 
Requirement phase terminates with the production of the validate SRS document. Producing the SRS 
document is the basic goal of this phase. 

Role of SRS 

The purpose of the Software Requirement Specification is to reduce the communication gap between 
the clients and the developers. Software Requirement Specification is the medium though which the client 
and user needs are accurately specified. It forms the basis of software development. A good SRS should 
satisfy all the parties involved in the system. The purpose of this document is to describe all external 
requirements for Project Control System. It also describes the interfaces for the system. 

Scope 

This document is the only one that describes the requirements of the system. It is meant for the use by 
the developers, and will also by the basis for validating the final delivered system. Any changes made to 
the requirements in the future will have to go through a formal change approval process. The developer is 
responsible for asking for clarifications, where necessary, and will not make any alterations without the 
permission of the client. 

User Characteristics 

The user of the system will be a member who is registered or administrator. 

FEASIBILITY STUDY 
Technical Feasibility 

Evaluating the technical feasibility is the trickiest part of a feasibility study. This is because, at this 
point in time, not too many detailed design of the system, making it difficult to access issues like 
performance, costs on (on account of the kind of technology to be deployed) etc. A number of issues have 
to be considered while doing a technical analysis. Understand the different technologies involved in the 
proposed system. Before commencing the project, we have to be very clear about what are the 
technologies that are to be required for the development of the new system. 
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Find out whether the organization currently possesses the required technologies: 
Is the required technology available with the organization? 
If so is the capacity sufficient? 
For instance – 
“Will the current printer be able to handle the new reports and forms required for the new system?” 

Economic Feasibility 

It refers to the benefits or Outcomes we are deriving from the product as compared to the total cost 
we are spending for developing the product. If the benefits are more or less the same as the older system, 
then it is not feasible to develop the product. In the present system, the development of new product 
greatly enhances the accuracy of the system and cuts short the delay in the processing of Birth and Death 
application. The errors can be greatly reduced and at the same time providing a great level of security. 
Here we don’t need any additional equipment except memory of required capacity. No need for spending 
money on client for maintenance because the database used is web enabled database. 

Social Feasibility 

Proposed projects are beneficial only if they can be turned into information systems that will meet the 
organizations operating requirements. Simply stated, this test of feasibility asks if the system will work 
when it is developed and installed. Are there major barriers to Implementation? Here are questions that 
will help test the operational feasibility of a project: Is there sufficient support for the project from 
management from users? If the current system is well liked and used to the extent that persons will not 
be able to see reasons for change, there may be resistance. Are the current business methods acceptable 
to the user? If they are not, Users may welcome a change that will bring about a more operational and 
useful systems. Have the user been involved in the planning and development of the project? Early 
involvement reduces the chances of resistance to the system and in General and increases the likelihood 
of successful project. Since the proposed system was to help reduce the hardship encountered in the 
existing manual system, the new system was considered to be operational feasible.  

MODULES DETAILS 
Modules 

• Spatial Patterns 
• Hotspots 
• Click Patterns 
• Tolerance Range 
• Captcha Password 
• Sound Signature  
• Secure Recovery  

Spatial Patterns 

The click-point distributions of PCCP along the x and y-axes fell within the range for random 
distributions with 95% probability, while those of Pass Points. Show a clear progression from top-left to 
bottom right based on the ordinal position of the click-points within the password. We believe that the 
difference is users’ selection strategy is based on whether the click points are selected on one image, as in 
Pass Points, or distributed across several images. With one image, as in Pass Points, users tend to start at 
one corner of the image and progress across the image with each subsequent click-point. However, with 
CCP and PCCP, users see a new image for each click-point and tend to select each click-point 
independently, with no regard to its ordinal position within the password. Click-points within Pass Points 
were much closer together (i.e., shorter segments between successive click-points), while CCP’s segments 
were the longest and within range of the random distributions. PCCP’s segments were slightly shorter 
than CCP’s. Given that no other spatial patterns are apparent for PCCP, we suspect that these shorter 
segments are an artifact of the viewport positioning algorithm, which slightly favored more central areas 
of the image. With respect to angles and slopes formed between adjacent line segments within passwords, 
analysis shows that PCCP passwords have large angles and favor no particular direction. In contrast, 
PassPoints passwords often form straight horizontal or vertical lines. Similarly, the frequency 
distributions for the overall shapes formed by following the path from the first to last click-point for PCCP 
are within the range of the random datasets. PassPoints passwords were much more likely to form 
identifiable shapes. 
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Hotspots 

Hotspots are areas of the image that have higher likelihood of being selected by users as password 
click-points. Attackers who gain knowledge of these hotspots through harvesting sample passwords can 
build attack dictionaries and more successfully guess PassPoints passwords. Users also tend to select 
their click-points in predictable patterns (e.g., straight lines), which can also be exploited by attackers 
even without knowledge of the background image; indeed, purely automated attacks against PassPoints 
based on image processing techniques and spatial patterns are a threat. 

Click Patterns 

A precursor to PCCP, Cued Click-Points (CCP) was designed to reduce patterns and to reduce the 
usefulness of hotspots for attackers. Rather than five click-points on one image, CCP uses one click-point 
on five different images shown in sequence. The next image displayed is based on the location of the 
previously entered click-point, creating a path through an image set. Users select their images only to the 
extent that their click-point determines the next image. Creating a new password with different click-
points results in a different image sequence.  

Tolerance Range 

After creation of the login vector, system calculates the Euclidian distance between login vector and 
profile vectors stored. Euclidian distance between two vectors p and q is given by-Above distance is 
calculated for each image if this distance comes out less than a tolerance value D. The value of D is 
decided according to the application. In our system this value is selected by the user. Tolerance level used 
for get coordinated pixels for our selected click points in our image. 

Captcha Password 

It was introduced to use both Captcha and password in a user authentication protocol, which we call 
Captcha-based Password Authentication (CbPA) protocol, to counter online dictionary attacks. The CbPA-
protocol in requires solving a Captcha challenge after inputting a valid pair of user ID and password 
unless a valid browser cookie is received. For an invalid pair of user ID and password, the user has a 
certain probability to solve a Captcha challenge before being denied access.  

Sound Signature 

Sound signature is mainly added to solve guessing attack as we provide multiple click points from 
different images guessing attack will be happened. So we assigning a specific sound signature for cued 
click points which as been represented as graphical password. In a guessing attack, a password guess 
tested in an unsuccessful trial is determined wrong and excluded from subsequent trials. The number of 
undetermined password guesses decreases with more trials, leading to a better chance of finding the 
password. To counter guessing attacks, traditional approaches in designing graphical passwords aim at 
increasing the effective password space to make passwords harder to guess and thus require more trials. 
No matter how secure a graphical password scheme is, the password can always be found by a brute force 
attack. In this paper, we distinguish two types of guessing. Attacks: automatic guessing attacks apply an 
automatic trial and error process but S can be manually constructed whereas human guessing attacks 
apply a manual trial and error process.  

Secure Recovery 

If user forgets the click points or frequent guessing attacks user was redirected to recovery phase 
where user allowed resetting their graphical passwords of same images or they can select graphical 
passwords from new images along with sound signature. It mainly protects users from password re-
usability. 

TESTING 
Software testing is a critical element of software quality assurance and represents the ultimate review 

of specification, design, and code generation. Once source code has been generated, software must be 
tested to uncover as many errors as possible before delivery to the customer. A test case is one that has 
high probability of finding a yet undiscovered error. A successful test is one that uncovers as yet 
undiscovered error. 

The Basic Types of Testing are 

• White Box Testing 
• Black Box Testing 
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White Box Testing 

This is a code testing strategy and it checks for the correctness of the every statement in the program. 
To follow this testing strategy, there should be cases that result in the execution of every instruction in 
the program or module. That is every path in the program is tested. The test cases should make sure that 
independent paths within a module are executed at least once as and when required. 

• Exercise all logical decision on their true or false side. 
• Execute all loops at their boundaries and within their operational bounds. 
The testing strategy, on the face of it, sounds exhaustive. If every statement in the program is checked 

for its validity, there doesn’t seem to be much scope of error. 

Black Box Testing 
To perform Black Box Testing, the analyst examines the specification taking the program or module. It 

checks for the basic functionality and how it should perform on the various conditions when submitted 
for processing. By examining the result, the analyst can report whether the program performs according 
to the specified requirements. 

Testing Strategy 

Software testing consists of series of tests, which are implemented sequentially. These tests are: 

• Test Plan 
• Unit testing 
• Integration testing 
• System testing 

Test Plan 

Test plan specifies the objective if testing for completion criteria, system integration plan, and 
methods to be used on modules and particular test cases to be used. The four types of test that a software 
product must satisfy are: 

• Function Test specifies operating conditions, input values and expected result.  
• Performance Test verify response time, execution time and throughout primary and secondary 

memory utilization links. 
• Stress Test is to determine the limitations of the system. 
• Structural Test is concerned with examining the internal processing logic of a software system. 

Unit Testing 
Instead of testing the system as a whole, unit testing focuses on the modules that make up the system. 

Each module is taken up individually and testing for the correctness in the coding and logic. Errors 
resulting from interaction of modules are initially avoided. 

The Advantages of Unit Testing Are 

• Size of a module is quite small and errors can easily be located. 
• Confusing interaction of multiple errors in widely different parts of software eliminated. 
• Module level testing can be exhaustive. 
The obvious assumption made when unit test is pursued is that, individual modules can be isolated 

from the system module interacts with other modules in the system and, to isolate module, the analyst 
must stimulate these interactions. That is the analyst must create driver modules to call the procedures in 
the module and stub functions for the module to call. The cost involved in creation of this stimulated 
environment, may or at times is prohibited. 

Integration Testing 
It tests for the errors resulting from integration modules. One specific target of integration testing is 

the interface: whether parameters match on both sides as to type, permissible ranges and meaning. 
Analyst tries to find areas where modules have been designed with different specifications. 

This is the top-level testing. In this all modules tested separately would be put together and tested for 
producing the ultimate result of the system. The main emphasis during this testing will be on the interface 
between the modules. By applying various business rules generated as a part of test cases, we where able 
to ease certain design level complexities. 
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System Testing 

The main objective of the system testing is to find out the discrepancies between the developed 
system and its original objective, current specifications and the system documentation. It also verifies for 
the compatibility of the system with the operational environment. The following system testing tasks are 
essential. 

Peak Load Testing 
It is done to determine whether the system will handle the volume of activities that occur when the 

system is at the peak of its processing demand. 
Stress Testing 

This is performed to determine the capacity of the system stored to transactions. Stress testing 
executes a system in a manner that demands resources in abnormal quantity, frequency, or volume. 

Performs Time Testing 

It is done to determine the length of time used by the system to process a transaction or user request. 

Recovery Testing 

It is done to determine the ability of the software to recover from failure. The recover may be 
automatic or may need human intervention. In either case the mean time to repair is evaluated to 
determine whether it is within acceptable limits. 

Procedure Testing 

It determines the clarity of the documentation operation and use of system. Asking the user to do 
exactly what the manual requests to perform. 

CONCLUSION 
A common security goal in password-based authentication systems is to maximize the effective 

password space. This impacts usability when user choice is involved. We have shown that it is possible to 
allow user choice while still increasing the effective password space. Furthermore, tools such as PCCP’s 
viewport (used during password creation) cannot be exploited during an attack. Users could be further 
deterred (at some cost in usability) from selecting obvious click-points by limiting the number of shuffles 
allowed during password creation or by progressively slowing system response in repositioning the 
viewport with every shuffle past a certain threshold. The approaches discussed in this paper present a 
middle ground between insecure but memorable user. 

REFERENCES 
[1] Das, J., Das, M.P., & Velusamy, P. (2013). Sesbania grandiflora leaf extract mediated green 

synthesis of antibacterial silver nanoparticles against selected human pathogens. Spectrochimica 
Acta Part A: Molecular and Biomolecular Spectroscopy, 104, 265-270. 

[2] Umanath, K.P.S.S.K., Palanikumar, K., & Selvamani, S.T. (2013). Analysis of dry sliding wear 
behaviour of Al6061/SiC/Al2O3 hybrid metal matrix composites. Composites Part B: 
Engineering, 53, 159-168. 

[3] Udayakumar, R., Khanaa, V., Saravanan, T., & Saritha, G. (1786). Cross layer optimization for 
wireless network (WIMAX). Middle-East Journal of Scientific Research, 16(12), 1786-1789. 

[4] Kumaravel, A., & Rangarajan, K. (2013). Algorithm for automaton specification for exploring 
dynamic labyrinths. Indian Journal of Science and Technology, 6(5S), 4554-4559. 

[5] Pieger, S., Salman, A., & Bidra, A.S. (2014). Clinical outcomes of lithium disilicate single crowns 
and partial fixed dental prostheses: a systematic review. The Journal of prosthetic 
dentistry, 112(1), 22-30. 

[6] Vijayaraghavan, K., Nalini, S.K., Prakash, N.U., & Madhankumar, D. (2012). One step green 
synthesis of silver nano/microparticles using extracts of Trachyspermum ammi and Papaver 
somniferum. Colloids and Surfaces B: Biointerfaces, 94, 114-117. 

[7] Khanaa, V., Mohanta, K., & Satheesh, B. (2013). Comparative study of uwb communications over 
fiber using direct and external modulations. Indian Journal of Science and Technology, 6(6), 4845-
4847. 

[8] Khanaa, V., Thooyamani, K.P., & Udayakumar, R. (1798). Cognitive radio based network for ISM 
band real time embedded system. Middle-East Journal of Scientific Research, 16(12), 1798-1800. 



99            Eurasian Journal of Analytical Chemistry 

[9] Vijayaraghavan, K., Nalini, S.K., Prakash, N.U., & Madhankumar, D. (2012). Biomimetic synthesis of 
silver nanoparticles by aqueous extract of Syzygium aromaticum. Materials Letters, 75, 33-35 

[10] Caroline, M.L., Sankar, R., Indirani, R.M., & Vasudevan, S. (2009). Growth, optical, thermal and 
dielectric studies of an amino acid organic nonlinear optical material: l-Alanine. Materials 
Chemistry and Physics, 114(1), 490-494. 

[11] Rajagopala Krishnan, N. (2014). Asynchronous FPGA Cellâ€Ÿs Design with Autonomous Power 
Gating and LEDR Encoding. Excel International Journal of Technology, Engineering and 
Management, 1(3), 84-90. 

[12] Slimani, T. (2014). RST Approach for Efficient CARs Mining. Bonfring International Journal of Data 
Mining, 4(4), 34-40.  

[13] Moradi, H., Namdaran, T., Gooran, P.R., Pouradad, E., & Aivazie, M.R. (2015). Design and Analysis 
of Equivalent Circuit Model Laser VSCEL Parameters Using Photonics. International Academic 
Journal of Innovative Research, 2(8), 20-37. 

[14] Ramahrishnan, S., Geetha, B.E.R., & P. Vasuki, (2014). Image Encryption Using Chaotic Maps in 
Hybrid Domain. International Journal of Communication and Computer Technologies, 2(2), 74-78. 

[15] Kumaravel, A., & Pradeepa, R. (2013). Efficient molecule reduction for drug design by intelligent 
search methods. International Journal of Pharma and Bio Sciences, 4(2), B1023-B1029. 

[16] Kaviyarasu, K., Manikandan, E., Kennedy, J., Jayachandran, M., Ladchumananandasiivam, R., De 
Gomes, U.U., & Maaza, M. (2016). Synthesis and characterization studies of NiO nanorods for 
enhancing solar cell efficiency using photon upconversion materials. Ceramics 
International, 42(7), 8385-8394. 

[17] Sengottuvel, P., Satishkumar, S., & Dinakaran, D. (2013). Optimization of multiple characteristics 
of EDM parameters based on desirability approach and fuzzy modeling. Procedia Engineering, 64, 
1069-1078. 

[18] Anbuselvi S., Chellaram, С., Jonesh S., Jayanthi L., & Edward J.K.P. (2009). Bioactive potential of 
coral associated gastropod, Trochus tentorium of Gulf of Mannar, Southeastern India. J. Med. 
Sci, 9(5), 240-244. 

[19] Kaviyarasu, K., Ayeshamariam, A., Manikandan, E., Kennedy, J., Ladchumananandasivam, R., 
Gomes, U.U., & Maaza, M. (2016). Solution processing of CuSe quantum dots: Photocatalytic 
activity under RhB for UV and visible-light solar irradiation. Materials Science and Engineering: 
B, 210, 1-9. 

[20] Kumaravel, A., & Udayakumar, R. (2013). Web portal visits patterns predicted by intuitionistic 
fuzzy approach. Indian Journal of Science and Technology, 6(5S), 4549-4553. 

[21] Srinivasan, V., & Saravanan, T. (2013). Reformation and market design of power sector. Middle-
East Journal of Scientific Research, 16(12), 1763-1767. 

[22] Kaviyarasu, K., Manikandan, E., Kennedy, J., & Maaza, M. (2015). A comparative study on the 
morphological features of highly ordered MgO: AgO nanocube arrays prepared via a 
hydrothermal method. RSC Advances, 5(100), 82421-82428. 

[23] Meharban, M.S., & Dr. Priya, S. (2016). A Review on Image Retrieval Techniques. Bonfring 
International Journal of Advances in Image Processing, 6(2), 07-10. 

[24] Ravindaranaath, R.J., Karthik, K., Vishnupriyan, R., Suryakumar, S., & Thamaraiselvi, G. (2017). 
Automated Trolley System for Airport. International Journal of Communication and Computer 
Technologies, 5(1), 32-35. 

[25] Balamurugan, R., & Nagarajan, N.R. (2017). Automatic Robotic Arm Using Hand Gesture. 
International Journal of Communication and Computer Technologies, 5(2), 43-45. 

[26] Kumaravel, A., & Udhayakumarapandian, D. (2013). Consruction of meta classifiers for apple scab 
infections. International Journal of Pharma and Bio Sciences, 4(4), B1207-B1213. 

[27] Sankari, S.L., Masthan, K.M.K., Babu, N.A., Bhattacharjee, T., & Elumalai, M. (2012). Apoptosis in 
cancer-an update. Asian Pacific journal of cancer prevention, 13(10), 4873-4878 

[28] Harish, B.N., & Menezes, G.A. (2011). Antimicrobial resistance in typhoidal salmonellae. Indian 
journal of medical microbiology, 29(3), 223-229. 

[29] Manikandan, A., Manikandan, E., Meenatchi, B., Vadivel, S., Jaganathan, S.K., 
Ladchumananandasivam, R., & Aanand, J.S. (2017). Rare earth element (REE) lanthanum doped 
zinc oxide (La: ZnO) nanomaterials: synthesis structural optical and antibacterial studies. Journal 
of Alloys and Compounds, 723, 1155-1161. 



100            R. Elankavi et.al 

[30] Caroline, M.L., & Vasudevan, S. (2008). Growth and characterization of an organic nonlinear 
optical material: L-alanine alaninium nitrate. Materials Letters, 62(15), 2245-2248. 

[31] Saravanan T., Srinivasan V., Udayakumar R. (2013). A approach for visualization of 
atherosclerosis in coronary artery. Middle - East Journal of Scientific Research, 18(12), 1713-1717. 

[32] Poongothai, S., Ilavarasan, R., & Karrunakaran, C.M. (2010). Simultaneous and accurate 
determination of vitamins B1, B6, B12 and alpha-lipoic acid in multivitamin capsule by reverse-
phase high performance liquid chromatographic method. International Journal of Pharmacy and 
Pharmaceutical Sciences, 2(4), 133-139. 

[33] Mahendran, S. (2017). Fault Detection in Power Transmission Line. International Journal of 
Communication and Computer Technologies, 5(2), 46-47. 

[34] Sebastian, J., & Anthony, D. (2018). Filtering and Summarization Architecture for News Pages. 
Journal of Computational Information Systems, 12(3), 1-7. 

[35] Yathisha, L., Pavithra, A.C., & Shasidhar Gokhale, S. (2014). Novel Optimal LQR Switching Control 
Method for the Speed Control of DC Motor, International Journal of Advances in Engineering and 
Emerging Technology, 5(6), 248-257. 

[36] Udayakumar, R., Khanaa, V., & Saravanan, T. (2013). Synthesis and structural characterization of 
thin films of SnO 2 prepared by spray pyrolysis technique. Indian Journal of Science and 
Technology, 6(6), 4754-4757 

[37] Anbazhagan, R., Satheesh, B., & Gopalakrishnan, K. (2013). Mathematical modeling and simulation 
of modern cars in the role of stability analysis. Indian Journal of Science and Technology, 6(5S), 
4633-4641. 

[38] Caroline, M.L., & Vasudevan, S. (2009). Growth and characterization of bis thiourea cadmium 
iodide: A semiorganic single crystal. Materials Chemistry and Physics, 113(2-3), 670-674. 

[39] Sharmila, S., Jeyanthi Rebecca, L., & Das, M.P. (2012). Production of Biodiesel from Chaetomorpha 
antennina and Gracilaria corticata. Journal of Chemical and Pharmaceutical Research, 4(11), 4870-
4874. 

[40] Thooyamani, K.P., Khanaa, V., & Udayakumar, R. (2013). An integrated agent system for e-mail 
coordination using jade. Indian Journal of Science and Technology, 6(6), 4758-4761. 

[41] Caroline, M.L., Kandasamy, A., Mohan, R., & Vasudevan, S. (2009). Growth and characterization of 
dichlorobis l-proline Zn (II): A semiorganic nonlinear optical single crystal. Journal of Crystal 
Growth, 311(4), 1161-1165. 

[42] Caroline, M.L., & Vasudevan, S. (2009). Growth and characterization of L-phenylalanine nitric 
acid, a new organic nonlinear optical material. Materials Letters, 63(1), 41-44. 

[43] Kaviyarasu, K., Xolile Fuku, Genene T. Mola, E. Manikandan, J. Kennedy, and M. Maaza. 
Photoluminescence of well-aligned ZnO doped CeO2 nanoplatelets by a solvothermal 
route. Materials Letters, 183(2016), 351-354. 

[44] Saravanan, T., & Saritha, G. (2013). Buck converter with a variable number of predictive current 
distributing method. Indian Journal of Science and Technology, 6(5S), 4583-4588. 

[45] Parthasarathy, R., Ilavarasan, R., & Karrunakaran, C. M. (2009). Antidiabetic activity of Thespesia 
Populnea bark and leaf extract against streptozotocin induced diabetic rats. International Journal 
of PharmTech Research, 1(4), 1069-1072. 

[46] Hanirex, D.K., & Kaliyamurthie, K. P. (2013). Multi-classification approach for detecting thyroid 
attacks. International Journal of Pharma and Bio Sciences, 4(3), B1246-B1251 

[47] Kandasamy, A., Mohan, R., Lydia Caroline, M., & Vasudevan, S. (2008). Nucleation kinetics, growth, 
solubility and dielectric studies of L-proline cadmium chloride monohydrate semi organic 
nonlinear optical single crystal. Crystal Research and Technology: Journal of Experimental and 
Industrial Crystallography, 43(2), 186-192. 

[48] Srinivasan, V., Saravanan, T., Udayakumar, R., & Saritha, G. (2013). Specific absorption rate in the 
cell phone user’s head. Middle-East Journal of Scientific Research, 16(12), 1748-50. 

[49] Udayakumar R., Khanaa V., & Saravanan T. (2013). Chromatic dispersion compensation in optical 
fiber communication system and its simulation. Indian Journal of Science and Technology, 6(6), 
4762-4766. 

[50] Vijayaragavan, S.P., Karthik, B., Kiran, T.V.U., & Sundar Raj, M. (1990). Robotic surveillance for 
patient care in hospitals. Middle-East Journal of Scientific Research, 16(12), 1820-1824. 


	INTRODUCTION
	SYSTEM DESCRIPTION
	SYSTEM ANALYSIS
	FEASIBILITY STUDY
	MODULES DETAILS
	TESTING
	CONCLUSION
	REFERENCES

